
PRESSURE VESSEL
SV-FK Technical Drawing

PRODUCT
CODE

TANK SIZE
 (")

VOLUME
(L)

WEIGHT 
(KG)

DIMENSION (NOMINAL) (")

A B C D

SV-FK-520 05 x 20 4.51 0.45 20 1/4 20 1/4 4 13/16 5 1/6

SV-FK-613 06 x 13 4.61 0.27 13 1/4 13 6 1/8 6 1/2

SV-FK-618 06 x 18 6.81 0.67 18 1/4 18 6 1/8 6 1/2

SV-FK-717 07 x 17 8.51 0.72 17 3/16 17 7 1/8 7 1/2

SV-FK-730 07 x 30 15.82 0.67 30 1/4 30 1/16 7 1/8 7 1/2

SV-FK-735 07 x 35 19.12 0.95 35 1/4 35 1/16 7 1/8 7 1/2

SV-FK-817 08 x 17 10.52 0.30 17 3/16 17 8 1/16 8 7/16

SV-FK-822 08 x 22 14.42 0.95 21 7/8 21 5/8 8 1/16 8 7/16

SV-FK-835 08 x 35 23.64 0.05 35 5/16 35 1/16 8 1/16  8 7/16

SV-FK-844 08 x 44 31.34 0.45 44 3/16 44 8 1/16 8 7/16

SV-FK-1035 10 x 35 38.34 0.93 35 3/16 35 1/16 10 3/16 10 9/16

SV-FK-1044 10 x 44 48.86 0.19 44 1/8 44 10 3/16 10 9/16

SV-FK-1054 10 x 54 61.00 7.69 54 3/8 54 1/4 10 3/16 10 9/16

SV-FK-1144 11 x 44 59.86 0.88 44 1/2 44 11 1/8 11 5/8

SV-FK-1344 13 x 44 84.88 0.28 45 1/16 44 1/2 13 3/16 13 3/4

SV-FK-1354 13 x 54 105.70 10.6 55 1/16 54 1/2 13 3/16 13 3/4

SV-FK-1452 14 x 52 115 11 53 1/16 52 1/2 14 3/16 14 3/4

SV-FK-1465-2.5 14 x 65 148 15 66 1/16 65 1/2 14 3/16 14 3/4

SV-FK-1465-4 14 x 65 148 15 66 1/16 65 1/2 14 3/16 14 3/4

SV-FK-1644-2.5 16 x 44 131.6 13.5 44 1/8 44 16 1/8 16 5/8

SV-FK-1644-4 16 x 44 131.6 13.5 44 1/8 44 16 1/8 16 5/8

SV-FK-1665-2.5 16 x 65 188.6 20 66 7/8 65 3/16 16 1/8 16 5/8

SV-FK-1665-4 16 x 65 188.6 20 66 15/16 65 3/16 16 1/8 16 5/8

SV-FK-1865 18 x 65 257 29 66 15/16 65 3/16 18 3/16 18 3/4

SV-FK-2162 21 x 62 330 40 62 1/16 62 1/4 21 1/8 21 5/8

SV-FK-2472 24 x 72 494 48 72 1/16 72 3/8 24 3/16 24 3/4

Materials: Fibreglass with Polyethylene liner 
Maximum Operating Pressure: 10.5 bar 

Maximum Operating Temperature: 50ºC
Pressure tested to 42 bar
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